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New Engine Oil Specifications for Opel                         
Overview and Products 
 

Dear Sirs, 

 

We would like to give you an overview of the engine oils required for Opel vehicles.  

General Information 

With the introduction of the dexos1TM Gen 2 specification in 2017, the required product range for Opel vehicles 

was extended. Instead of using only one product (dexos2TM) up to now, two different engine oils had to be used. 

With the acquisition of Opel by PSA, further specifications are now relevant which we would like to explain to 

you in more detail here:  

Specification overview 

Specifications Application / Description FUCHS Product 

dexos2TM 

2009 introduced for the service market in Europe, 

backwards compatible to the former GM specifica-

tions GM-LL-A-025 / GM-LL-B-025 and replaces 

them completely. dexos2TM is in use for various 

Diesel engines.  

TITAN GT1 FLEX 23 SAE 5W-30 

TITAN GT1 SAE 5W-40 

dexos1TM Gen 2 

2017 introduced successor to dexos1TM. Provides 

improved protection against LSPI (Low Speed 

Pre-Ignition) and is used exclusively in Gasoline 

engines. May no longer be used for the motors 

listed below.  

TITAN Supersyn D1 SAE 0W-20 

TITAN Supersyn D1 SAE 5W-30 

OPEL OV 040 1547 

New engine oil specification with reduced HTHS 

viscosity and therefore specially developed for 

modern Gasoline and Diesel engines.  

 

Mandatory for the following engines: 

 

LSQ, LWT, LE1, LE2 (MJ 2018 and afterwards), 

LFV (MJ 2018 and afterwards), LVL (only Euro 

6d), LXO, LVM, LWQ, LWV, L3T, LXD 

TITAN GT1 FLEX 5 SAE 0W-20 

PSA B71 2312 
Especially developed for the new PSA Euro 6 DV 

and DW Diesel Engines, as well as Euro 6 Gaso-

line engines. For example, the new CORSA F. 

TITAN GT1 PRO 2312 SAE 0W-30 
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The respective products can be ordered in the following container sizes: 

 

Product 1L 5L 20L 60L 205L 1000L Bulk 

TITAN 

GT1 FLEX 5 

SAE 0W-20 

601446481 601446504 601446566 601446603 601446580 601446627 - 

TITAN 

GT1 PRO 2312 

SAE 0W-30 

601423789 601423765 - 601423697 601423710 601423857 601423666 

TITAN 

GT1 FLEX 23 

SAE 5W-30 

601406928 601406966 601406850 601406874 601406898 601406713 601407864 

TITAN 

GT1 

SAE 5W-40 

601426490 601411373 600756697 600919399 600756741 600807979 600756772 

TITAN 

Supersyn D1 

SAE 0W-20 

601425677 601425646 - - 601376757 - 601376627 

TITAN 

Supersyn D1 

SAE 5W-30 

601744181 601744204 601484452 601484476 601484735 601484759 601484421 

 

 

With our TITAN engine oils you are prepared for all cases and can handle all Opel applications. 

 

Your FUCHS Team Product Management Automotive 


